
two pin standard two pin locking

S TA N D A R D  A N D  L O C K I N G  M A C H I N E  H E A D S
A C T U A L  S I Z E  D R AW I N G S

* p r i n t  a t  1 0 0 %  

vintage

contemporary

clas s ic

contemporary

mini



.234”
(6.0mm)

.385”
(9.7mm)

.890”
(22.6mm)

.362”
(9.2mm)

Individual Machine Head
Complete Set

(6 Machine Heads)

.066lbs
(30g)

.393bs
(178.5g)

Approximate Weight
(may vary slightly depending on option)

t w o  p i n  l o c k i n gt w o  p i n  s t a n d a r d

S TA N D A R D  A N D  L O C K I N G
M A C H I N E  H E A D  M E A S U R E M E N T S

.385”
(9.8mm)

.425”
(10.8mm)

.204”
(5.2mm)

0.910”
(23mm)

.592”
(15.1mm)

.309”
(7.8mm)

.504”
(12.8mm)

.394”
(10mm)

Individual Machine Head
Complete Set

(6 Machine Heads)

.083lbs
(37.75g)

.496lbs
(225g)

Approximate Weight
(may vary slightly depending on button option)

.625”
(15.9mm)

.312”
(7.9mm)

.777”
(19.7mm)

.462”
(11.7mm)

.315”
(8.0mm)

.122”
(3.1mm)
.122”
(3.1mm)

.379”.388”
(9.9mm)

.34”
(8.6mm)

0.741”
(18.81mm)

0.658”
(16.72mm)

0.533”
(13.55mm)

0.528”
(13.40mm)

vintage

contemporary

clas s ic

contemporary

mini

.234”
(6.0mm)

0.381”
(9.69mm)

0.381”
(9.69mm)


